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Main features

Plug & Play: Shield Series of 
laminators are completely assembled 
and equipped with internal air 
compressor. It’s enough to plug it in, 
bring the laminator up to temperature 
and start working;

Eco-sustainable: air pressure system 
with much lower energy consumption 
compared to electric motors;

Self-adaptive: the air pressure system 
with independent pistons automatically 
adjusts to different thicknesses and 
manages the flatness defects  of the 
substrate. The rollers get adapted to 
the surface in real time;

Flexible: it’s possible to pre-set the 
pressure applied to each substrate. 
Once the material is placed is always 
possible to make adjustments to the 
pressure;

----------------------------------------------

Options and accessories

Among the options available are the 
main rollers heated up to 50 °C, a 
variable number of vertical cutting units 
in output, positionable at user’s will.

WHAT IS? SHIELD is a 
laminating unit that com-
bines innovation, perfor-
mance, low investment 
level, full upgradability 
and protection of the 
investiment in the medi-
um/long term. The Shield 
series is in fact designed 
and built to fit the widest 
range of applications, 
from car wrapping to inte-
rior decoration and corru-
gated packaging, up to 
a wide range of display 
graphics and sign-making 
applications. Thanks to its 
pneumatic technology, 
the Shield series reduc-
es the setup time of the 
machine and the need 
to employ specialized 
personnel. Contrary to 
laminators with electric 
pressure technology, the 
possibility of error in the 
thickness calculation is in 
fact reduced to zero. The 
availability of a version 
with heated rollers further 
increases the fields of use.

Datasheet
Dimensions: 220 x 78 x h150 cm

Max working width: 1650 mm.

Max speed: 4 m/min.

Max laminating thickness: 30 mm.

Depth table included: 770mm.

Height working table: 910 mm.

Net weight: 400 Kg.

Electrical requirements: 230v - 50Hz / 110v - 60Hz

Power consumption: Max. 2,5A - 400W 

Compressed air: 6Bar

The manufacturer reserves the right to change technical and aesthetical specifications without notice.


